US 2014/0162235 Al

mable processors executing one or more computer programs
to perform functions by operating on input data and generat-
ing output.

[0071] Computer system 500 further includes a data stor-
age device 506 such as a magnetic disk, optical disk, or solid
state disk coupled to bus 508 for storing information and
instructions. Computer system 500 may be coupled via input/
output module 510 to various devices. The input/output mod-
ule 510 can be any input/output module. Examples of input/
output modules 510 include data ports such as USB ports. The
input/output module 510 is configured to connect to a com-
munications module 512. Examples of communications
modules 512 (e.g., communications module 222, communi-
cations module 262) include networking interface cards, such
as FEthernet cards and modems. In certain aspects, the input/
output module 510 is configured to connect to a plurality of
devices, such as an input device 514 (e.g., input device 202)
and/or an output device 516 (e.g., output device 204).
Examples of input devices 514 include a keyboard and a
pointing device, e.g., a mouse or a trackball, by which a user
can provide input to the computer system 500. Other kinds of
input devices 514 can be used to provide for interaction with
a user as well, such as a tactile input device, visual input
device, audio input device, or brain-computer interface
device. For example, feedback provided to the user can be any
form of sensory feedback, e.g., visual feedback, auditory
feedback, or tactile feedback; and input from the user can be
received in any form, including acoustic, speech, tactile, or
brain wave input. Examples of output devices 516 include
display devices, such as a CRT (cathode ray tube) or LCD
(liquid crystal display ) monitor, for displaying information to
the user.

[0072] According to one aspect of the present disclosure,
the client computing device 110 can be implemented using a
computer system 500 in response to processor 502 executing
one or more sequences of one or more instructions contained
in memory 504. Such instructions may be read into memory
504 from another machine-readable medium, such as data
storage device 506. Execution of the sequences of instruc-
tions contained in main memory 504 causes processor 502 to
perform the process steps described herein. One or more
processors in a multi-processing arrangement may also be
employed to execute the sequences of instructions contained
in memory 504. In alternative aspects, hard-wired circuitry
may be used in place of or in combination with software
instructions to implement various aspects of the present dis-
closure. Thus, aspects of the present disclosure are not limited
to any specific combination of hardware circuitry and soft-
ware.

[0073] Various aspects of the subject matter described in
this specification can be implemented in a computing system
that includes a back end component, e.g., as a data server, or
that includes a middleware component, e.g., an application
server, or that includes a front end component, e.g., a client
computer having a graphical user interface or a Web browser
through which a user can interact with an implementation of
the subject matter described in this specification, or any com-
bination of one or more such back end, middleware, or front
end components. The components of the system can be inter-
connected by any form or medium of digital data communi-
cation, e.g., a communication network. The communication
network (e.g., network 140) can include, for example, any one
or more of a personal area network (PAN), a local area net-
work (LAN), a campus area network (CAN), a metropolitan
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area network (MAN), a wide area network (WAN), a broad-
band network (BBN), the Internet, and the like. Further, the
communication network can include, but is not limited to, for
example, any one or more of the following network topolo-
gies, including a bus network, a star network, a ring network,
a mesh network, a star-bus network, tree or hierarchical net-
work, or the like. The communications modules can be, for
example, modems or Ethernet cards.

[0074] Computing system 500 can include client comput-
ing devices and servers. A client computing device and server
are generally remote from each other and typically interact
through a communication network. The relationship of client
computing device and server arises by virtue of computer
programs running on the respective computers and having a
client-server relationship to each other. Computer system 500
can be, for example, and without limitation, a desktop com-
puter, laptop computer, or tablet computer. Computer system
500 can also be embedded in another device, for example, and
without limitation, a mobile telephone, a personal digital
assistant (PDA), a mobile audio player, a Global Positioning
System (GPS) receiver, a video game console, and/or a tele-
vision set top box.

[0075] The term “machine-readable storage medium” or
“computer readable medium” as used herein refers to any
medium or media that participates in providing instructions to
processor 502 for execution. Such a medium may take many
forms, including, but not limited to, non-volatile media, vola-
tile media, and transmission media. Non-volatile media
include, for example, optical or magnetic disks, such as data
storage device 506. Volatile media include dynamic memory,
such as memory 504. Transmission media include coaxial
cables, copper wire, and fiber optics, including the wires that
include bus 508. Common forms of machine-readable media
include, for example, floppy disk, a flexible disk, hard disk,
magnetic tape, any other magnetic medium, a CD-ROM,
DVD, any other optical medium, punch cards, paper tape, any
other physical medium with patterns of holes, a RAM, a
PROM, an EPROM,, a FLASH EPROM, any other memory
chip or cartridge, or any other medium from which a com-
puter can read. The machine-readable storage medium can be
a machine-readable storage device, a machine-readable stor-
age substrate, a memory device, a composition of matter
effecting a machine-readable propagated signal, or a combi-
nation of one or more of them.

[0076] While this specification contains many specifics,
these should not be construed as limitations on the scope of
what may be claimed, but rather as descriptions of particular
implementations of the subject matter. Certain features that
are described in this specification in the context of separate
implementations of the subject technology can also be imple-
mented in combination in a single implementation. Con-
versely, various features that are described in the context of a
single implementation can also be implemented in multiple
implementations separately or in any suitable subcombina-
tion. Moreover, although features may be described above as
acting in certain combinations and even initially claimed as
such, one or more features from a claimed combination can in
some cases be excised from the combination, and the claimed
combination may be directed to a subcombination or varia-
tion of a subcombination.

[0077] Similarly, while operations are depicted in the draw-
ings in a particular order, this should not be understood as
requiring that such operations be performed in the particular
order shown or in sequential order, or that all illustrated



